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837 WASHINGTON STREET NYC

06/16/15

PROPOSED BUILDING ELEVATION - WASHINGTON STREET

07B

01

02

03
NEW STOREFRONT,

ENTRANCE DOOR TO MATCH EXISTING

04 NEW STOREFRONT TO MATCH EXISTING

05

LED LUMINAIRE CONTAINED WITHIN

CHANNEL LETTERS TO ILLUMINATE WALL

BEHIND

07 NOT USED

08
NEW GLAZED LOW-PROFILE STEEL STOREFRONT

SYSTEM AND DOORS

09 NEW STOREFRONT DOOR TO MATCH EXISTING

10
30 SF CHANNEL LETTERS

STAINLESS STEEL HAIR LINE FINISH

11
3.1 SF CHANNEL LETTERS TO BE CENTERED ON

ENTRANCE, STAINLESS STEEL HAIR LINE FINISH

EXISTING STOREFRONT ENTRANCE

TO BE REMOVED

EXISTING STOREFRONT  TO BE REMOVED

ELEVATION SHEET NOTES

12
INFILL EXISTING BRICK; BRICK TO MATCH EXISTING

FACE BRICK, COURSING, AND BOND PATTERN
06 NOT USED

PROPOSED WASHINGTON STREET ELEVATION
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837 WASHINGTON STREET NYC

06/16/15

PROPOSED BUILDING ELEVATION - 13TH STREET

08B

01

02

03
NEW STOREFRONT,

ENTRANCE DOOR TO MATCH EXISTING

04 NEW STOREFRONT TO MATCH EXISTING

05

LED LUMINAIRE CONTAINED WITHIN

CHANNEL LETTERS TO ILLUMINATE WALL

BEHIND

07 NOT USED

08
NEW GLAZED LOW-PROFILE STEEL STOREFRONT

SYSTEM AND DOORS

09 NEW STOREFRONT DOOR TO MATCH EXISTING

10
30 SF CHANNEL LETTERS

STAINLESS STEEL HAIR LINE FINISH

11
3.1 SF CHANNEL LETTERS TO BE CENTERED ON

ENTRANCE, STAINLESS STEEL HAIR LINE FINISH

EXISTING STOREFRONT ENTRANCE

TO BE REMOVED

EXISTING STOREFRONT  TO BE REMOVED

ELEVATION SHEET NOTES

12

INFILL EXISTING BRICK; BRICK TO MATCH

EXISTING FACE BRICK, COURSING, AND BOND

PATTERN

06 NOT USED

PROPOSED 13TH STREET ELEVATION
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837 WASHINGTON STREET NYC

06/16/15

ENLARGED BUILDING ELEVATIONS

11

ENLARGED WASHINGTON STREET ELEVATION

ENLARGED 13TH STREET ELEVATION

01

02

03
NEW STOREFRONT,

ENTRANCE DOOR TO MATCH EXISTING

EXISTING STOREFRONT ENTRANCE

TO BE REMOVED

EXISTING STOREFRONT  TO BE REMOVED

ELEVATION SHEET NOTES

07 NOT USED

08
NEW GLAZED LOW-PROFILE STEEL STOREFRONT

SYSTEM AND DOORS

09 NEW STOREFRONT DOOR TO MATCH EXISTING

10
30 SF CHANNEL LETTERS

STAINLESS STEEL HAIR LINE FINISH

11
3.1 SF CHANNEL LETTERS TO BE CENTERED ON

ENTRANCE, STAINLESS STEEL HAIR LINE FINISH

NEW STOREFRONT TO MATCH EXISTING

LED LUMINAIRE CONTAINED WITHIN CHANNEL

LETTERS TO ILLUMINATE WALL BEHIND

04

05

06 NOT USED INFILL EXISTING BRICK; BRICK TO MATCH EXISTING

FACE BRICK, COURSING, AND BOND PATTERN
11



EXISTING LINTEL TO BE PAINTED AT

EXPOSED AREA. COLOR TO MATCH

EXISTING
ELEV:+10'-9 3/4"B.O. STOREFRONT OPENING

BACKER ROD AND

SEALANT, TYP.

BATT INSULATION

NEW GLAZED LOW-PROFILE

STEEL STOREFRONT SYSTEM

AND DOORS

LINE OF PAINTED STEEL PLATE

JAMB BEYOND TO MATCH EXISTING.

LINE OF EXISTING MASONRY BEYOND.

PAINTED 1/2" STEEL PLATE

DIVIDER AT DOOR LOCATION.

EXTERIORINTERIOR

DOOR TRESHOLD AT CURB

BACKER ROD AND

SEALANT, TYP.

WRAP WATERPROOPING

MEMBRANE OVER CURB AND

BELOW STOREFRONT SYSTEM

NEW GLAZED LOW-PROFILE

STEEL STOREFRONT SYSTEM

AND DOORS

EXISTING CONC. CURB
POURED CONC. FILL TO MATCH

SIDEWALK ELEVATION

LINE OF PAINTED STEEL PLATE

JAMB BEYOND TO MATCH

EXISTING.

LINE OF EXISTING STEEL

BEAM FOR CANOPY BEYOND,

REFER TO ELEVATIONS

T.O. FINISH FLOOR

PAINTED METAL PANEL

INTEGRAL IN BLACK PAINT

MATTE FINISH.

CHANNEL LETTERS WITH STAINLESS

STEEL HAIR LINE FINISH; PROVIDE

LED LUMINAIRE CONTAINED WITHIN

CHANNEL LETTERS TO ILLUMINATE

WALL BEHIND; REFER TO

ELEVATIONS

STANDOFF PIN

STEEL BAKED IN BLACK PAINT

MATTE FINISH

E
Q

E
Q

3/4"

3/4"

E
Q

8
"

E
Q

EQ 4' - 8" EQ

3.1 SF CHANNEL LETTERS TO BE CENTERED ON

ENTRANCE, STAINLESS STEEL HAIR LINE FINISH;

PROVIDE LED LUMINAIRE CONTAINED WITHIN

CHANNEL LETTERS TO ILLUMINATE WALL

BEHIND

8
' -

 0
"

NEW GLAZED LOW-PROFILE STEEL

STOREFRONT SYSTEM AND DOORS

METAL PANEL INTEGRAL IN BLACK PAINT MATTE

FINISH.

EXISTING CANOPY

EQ4' - 8"EQ

8
' -

 0
"

E
Q

8
"

E
Q

3.1 SF CHANNEL LETTERS TO BE CENTERED ON

ENTRANCE, STAINLESS STEEL HAIR LINE FINISH;

PROVIDE LED LUMINAIRE CONTAINED WITHIN

CHANNEL LETTERS TO ILLUMINATE WALL BEHIND

NEW GLAZED LOW-PROFILE STEEL

STOREFRONT SYSTEM AND DOORS

METAL PANEL INTEGRAL IN BLACK PAINT MATTE

FINISH.
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837 WASHINGTON STREET NYC

06/16/15

ENTRY VESTIBULE SIGNAGE DETAILS

12

ENTRY VESTIBULE SIGNAGE DETAIL

WASHINGTON ST ENTRY VESTIBULE

13TH ST ENTRY VESTIBULE
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